
FortiCel PRTTM offers remediation and restoration

contractors greater value to their customers through a

highly effective solution for post remedial protection.

FortiCel PRTTM is a specialty product developed from a

proprietary combination of technologies which incorporates

registered mildewcides that inhibit the growth of mold and

mildew on its thin .lm paint coating.

FortiCel PRTTM’s protective barrier will provide

unparalleled microbial growth inhibition on the paint

film  surface. 

This professional grade protective .lm barrier will not

wash off, or degrade over time, ensuring long term

bene.t of the .lm integrity. This means that the bene.ts of

the FortiCel PRTTM coating will remain intact even in the

most challenging environments.

Commercial and residential contractors know the bene.ts of 

FortiCel PRTTM as an effective and valuable solution to provide 

long-lasting protection.

Application Procedures
After following IIRC guidelines for mold removal, apply FortiCel 
PRTTM at a rate of 700 square feet per gallon.

The use of pump up sprayer, airless sprayer or roll on applicator is 

sufficient for proper application. All surfaces should be completely 

coated and pigmentation from FortiCel PRTTM should be 

consistent and thoroughly cover all exposed surfaces.

FortiCel PRTTM will dry in 20 minutes to an hour and will not 

wash off or degrade

*For above ground use only.

866-305-4PCG
866-306-4PCG Fax
www.4PCG.com

Framing (wood & steel) Basements Concrete Block

OSB Floor Joists Trusses

Concrete Walls Plywood Wall Panels

These surfaces include:

FortiCel PRTTM may be applied to remediated
surfaces that are within the wall cavity.

Available Package Units:
4 Gallon Case • 5 Gal Pail • 55 Gallon Drum
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