
Are MOLD RISKS Entering Into
Your Multi-Family Project Equation?

Your Solution to the Problem, FortiCelTM!

Permanently Protect Against Mold 
Growth on the Coating Surface.
For just pennies per foot your structure can include FortiCel’s™ 
protective barrier and prevent mold growth on its coating surface. 

The permanent protection benefits of FortiCel’s™ protective barrier 
will provide unparalleled microbial growth inhibition on the coating’s 
surface thereby reducing the potential of mold growth. 

Commercial and residential contractors know the benefits of FortiCel™ 
as an effective and valuable solution to provide long-lasting value that 
is warranted for a full 25 years. 

Join the many industry leading multifamily builders in your area 
already protecting their projects with FortiCel.

Increased Liability Protection For Contractors, Architects & Owners

Significant Maintenance Cost Reduction During Operating Years

Provide Peace Of Mind To Your Tenants & Owners

Increase Valuation To REITS & Other InvestorsFortiCelTM  Facts
FortiCelTM

 is a proprietary thin film paint coating which incorporates a registered mildewcide that inhibits the growth of 
molds and mildew on the coating. When FortiCel™ is properly applied*, the dried film coating minimizes the growth of 
mold on the coating itself. 

FortiCel’s™ protective barrier will provide unparalleled microbial growth inhibition on the paint film surface.
This dried film will not wash off, or degrade over time, ensuring long term benefit of the film integrity. 

This means that the benefits of the FortiCel™ coating will remain intact even in the most challenging environments. 
We are so confident in the ability of FortiCel™ and its benefits that we will warranty the coating for a full 25 years against 
degradation due to normal wear and weathering, and mold growth on the coating of the FortiCel™ film surface. 

Call today to speak with professionals that have the knowledge 
and product line to solve your moisture management equation.

          (877) 729- MOLD (6653)   |   4pcg.com

*

*This product inhibits the growth of 
mold to protect the coating itself. This 
product does not protect users.

*



Platinum Protection Plan
Scope of Service:
The following scope of services should be considered the absolute best package for treatment.
Application of the FortiCel™ product is done in accordance with manufacturer’s recommendations 
to all surfaces indicated below.

Exterior Walls: 
The exposed interior portion of the building
or unit’s exterior and/or common walls is
coated with FortiCel™. This includes areas
surrounding windows, doors, and other areas 
of possible moisture intrusion via the exterior 
walls. This treatment is done from the sub-
floors to the bottom portion of the top plate.

Wet Areas: 
Areas included are those most susceptible to
moisture intrusion. The wet areas to be treated
include: the walls surrounding the kitchen and
bathrooms; subfloors of the bathrooms; sub-
floors of the kitchen; subfloors of the laundry
room; and a 3-foot apron around all plumbing
stubs and stub penetrations.

Interior Walls: 
Includes coating of the exposed surface of the walls not included as part of the exterior walls that are 
present within the structure. All exposed surfaces of the interior framing from the subfloors to the bottom 
portion of the top plate are treated.

Trusses: 
Includes the application of FortiCel™ to all
exposed surfaces of the trusses in the building.

Roof Sheathing: 
Includes the treatment of all exposed surfaces of 
the roof sheathing within the building, including 
any attic space within the building.
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Application Technical Data
Properties
Color: 					     Red / Gold Aqueous Liquid

Application Method: 			  Spray is best but roll and brush can also be utilized as needed.

Average Weight/Gallon: 		  9.1 lbs.

Coverage Area: 			   2500 SQ. FT./Gallon

Drying Time: 				    20 Minutes to 1 Hour

Temperature Limits:			   Freeze thaw stable

Safety: 				    See Material Safety Data Sheet (MSDS) for product specific information.

Application Method
1. Inspect structure to ensure that structure is dried in and that the floor or roof is intact and is capable 
of preventing direct water intrusion. Clean the surface to remove dust and other construction materials 
before spraying.

2. Clean any dimensional mold or fungi before application.

3. Thoroughly mix FortiCel™ using conventional paint mixing equipment or similar immediately before 
application. Mixing should be completed by continuous mixing during the application.

4. Use any good, quality spray equipment. An ideal solution is the Graco Ultra 395 or higher series with 
a fine finish tip such as the 215 tip for interior walls and the 515 tip for the interior facing side of all 
perimeter walls.

5. IT IS IMPORTANT THAT A SEPARATE SPRAY SYSTEM OR CONTAINER BE USED FOR FORTICELTM  TO 
ENSURE THAT THE SPRAYING OF OTHER MATERIALS IS NOT AFFECTED IN ANY WAY.

6. Hold spray nozzle 12-18 inches from the surface and apply uniformly, overlapping each pass to 
ensure coverage. COVERAGE SHOULD BE CONSISTENT COLOR WITH NO WOODEN FIBERS UNCOATED.

7. Use a damp cloth to wipe excess areas before drying.

8. Apply 1 coat only, no more is needed. Rate of application is 1 mil we thickness, 1/2 mil dry thickness.

9. DO NOT MIX OR DILUTE  FortiCel™ with other materials.

CHEMICAL EMERGENCY CALL INFOTRAC 
1-800-535-5053

24 Hrs. a day, 7 days a week
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FortiCel™ is a proprietary coating technology that prevents mold 
growth on its coating surface. When applied to the interior side 
of construction materials such as lumber, concrete, and steel, 
FortiCel™ provides long-lasting and durable protection and 
reduces the potential of mold growth on the coating itself.

Commercial and residential contractors know the benefits of 
FortiCel™ as an effective and valuable solution to provide 
long-lasting value that is warranted for a full 25 years.

Prevent Mold on the Coating Surface

Put ForticelTM  to the Test
FortiCel™ combines long-lasting inorganics in a liquid formula
which has shown in multiple lab analysis and real world testimonies 
that verify FortiCel’s™ unique capabilities.

Professionally Applied
FortiCel™ is applied by certified technicians through a spray on
application that is not disruptive to the construction process.
Once the building is dried in, the FortiCel™ coating is applied 
to all chosen surfaces. Other tradesmen may continue working 
while the product is being applied but it is important to perform 
the application prior to insulation. FortiCel™ will dry in 20 
minutes to an hour and will not wash off or degrade.

Prevents mold on the coating surface of treated materials like:

Dimensional Lumber

Concrete

Wall Panels

Steel Studs

Floor Joists

Plywood

OSB

Trusses
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To ease the burden associated with researching and selecting 
accompanying construction products, Lubrizol Advanced Materials 
developed the FBC™ System Compatible Program. This resource is 
made available to manufacturers of ancillary products to assist in 
determining their product’s chemical compatibility with Lubrizol’s:

•	 FlowGuard® pipe and fittings
•	 BlazeMaster® fire sprinkler systems
•	 Corzan® material and piping solutions
•	 Products made with TempRite® Technology

To qualify for inclusion in the FBC System Compatible Program, 
the manufacturer of auxiliary construction products must agree to:

1.	 Submit their products for testing by a third-party lab.
2.	 Not alter the tested formulation.
3.	 Have their manufacturing facility audited annually by the 

third-party lab.

FBC System Compatible

Tested & Certified
FBC(TM) System Compatible indicates that this product 
has been tested, and is monitored on an ongoing basis, 
to assure its chemical compatibility with FlowGuard 
Gold®, BlazeMaster® and Corzan® piping systems and 
products made with TempRite® Technology.” “The FBC 
System Compatible Logo, FBCTM, FlowGuard Gold®, 
BlazeMaster®, Corzan®, and TempRite® are trademarks 
of Lubrizol Advanced Materials, Inc. or its affiliates.
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The purpose of the reported data in this bulletin is to evaluate the long term efficacies of FortiCel™,
a product of Protective Coatings Group, LLC, designed to prevent the promotion of mold growth on 
the coating surface.. Material samples were collected and treated with FortiCel™ according to the
manufacturer’s recommended application rate and then subjected to the testing criteria defined in 
the following protocol.

Sample Label

Technical Report
EVALUATION OF LONGEVITY FOR FORTICELTM MOLD PREVENTION COATING FOR BUILDING MATERIALS

Test Purpose

Pieces of kiln dried pine dimensional lumber were cut from normal stock and prepared in a manner 
consistent with building materials. Two samples, each a 2” x 4” x 18” long were prepared to act as 
untreated controls and two additional prepared and coated on all sides with FortiCelTM applied 
using an ALLPRO 300T HVLP gun. 

These samples were then soaked for a period of 8 days in Distilled Water to determine release rate of one of 
the active ingredients. Release rates were consistent for 1 and 8 days which would be expected given the 
volume of water, 10L, used and the ion exchange nature of the active ingredient being measured. Samples 
of the distilled water were then bottled and sent for analysis by ACZ Laboratories of Steamboat Springs, CO.  
The liquid was then digested according to EPA Method M200.2 for total digestion via a hot plate and then the 
resulting material analyzed using Inductively Coupled Plasma-Mass Spectrometry (ICP-MS) according to EPA 
Method M200.8.

Test Overview

Results
The raw results of these tests, measured in mg/L/day, are shown in the following table:

Results (mg/L/day)

ForticelTM

Control Sample
0.0012
0.0000

From these release rates you can calculate the expected longevity based on the total amount of active 
ingredient present in the coated surface (a factor based on the load rate in the percent solids left in the 
thickness of coating applied) and dividing that by the result above, taking into account the surface area 
treated and the volume of water used.  In this calculation the results are as follows:

Longevity Calculation Result

Sample Label Results (mg/L/day)

ForticelTM 70.77 Years
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The purpose of the reported data in this bulletin is to evaluate the efficacy of FortiCel™, a product of 
Protective Coatings Group, LLC, designed to prevent the promotion of mold growth on the coating surface.
Material samples were collected and treated with FortiCel™ according to the manufacturer’s recommended 
application rate and then subjected to the testing criteria defined in the appropriate ASTM specification.

Sample Label

Technical Report
ASTM D3273-94 EVALUATION OF FORTICEL MOLD PREVENTION COATING

Test Purpose

Pieces of CDX Plywood and Dimensional Lumber were cut from normal stock and prepared in a manner 
consistent with building materials.  Each sample was prepared and coated on all sides with the FortiCel™ 
coating at a rate recommended by the manufacturer and applied using an ALLPRO 300T HVLP sprayer. 
The treated samples were then tested according to ASTM D3273, a standard test method for resistance 
to growth of mold on interior coatings in an environmental chamber. The tests were conducted by EMSL 
Analytical, Inc. in a controlled test chamber with a temperature of 32.5 +/- 1ºC and a humidity of 95% to 
98% containing soil inoculated with Aureobasidium pullulans ATCC 9348, Aspergillus niger ATCC 6275 and 
Penicillium citrinum ATCC 9849. 

Test Overview

Results
After a 4-week incubation period the samples were examined for visible effects of mold growth 
according to ASTM D-3274 which uses photographic reference standards that provides a numerical rating 
system from 0 to 10, with 10 indicating a sample totally absent of mold.  A rating of 8 indicates a slight 
amount of growth (less than 10%), 5 indicates moderate growth (30-50%), 3 indicates heavy growth, 
and a zero rating indicates full coverage of mold growth (greater than 90%). 

Results for the evaluation of the submitted samples are shown in the following table:

Results

ForticelTM Totally absent of mold

These results demonstrate that in a standardized test method, as described in the specification of 
ASTM D3273, FortiCel™ retains its effectiveness in preventing mold growth on the surface of the coating 
following application to lumber.

Conclusion

ForticelTM

ForticelTM

Totally absent of mold

Totally absent of mold

Scale Rating

10

10

10
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Warranty is exclusively offered by: Protective Coatings 
Group, LLC hereafter referred to as PCG. Located at:
8338 135th Lane, Sebastian, FL 32958

Warrantor

FortiCel™ shall be applied to interior surfaces of;
- Wood, concrete, or steel structures for the purpose  of mold 
prevention on the coated surface.
- Surfaces shall be free of dirt, oil, grease, and paints or anything 
that would prevent direct application  of FortiCel™ according to 
the Application Guidelines.

PCG makes no claims of improved health or indoor air quality 
resultant of application of FortiCelTM. Consult with your local 
FortiCelTM distributor for product recommendations to 
protect areas which are exposed to the outside elements.

Use Cases

All surfaces must be free of debris, oil, grease or anything that 
would prevent of FortiCel™ to the intended surface.

Apply FortiCelTM at a rate of 2500 square feet per gallon to 
intended surfaces and allow drying for 20 minutes. Material 
must be mixed thoroughly prior to and during application.

Application shall be made using appropriate spray equipment 
such as an airless, HVLP, or fogger. If application is made using a 
fogger, calculations for materials must compensate for the entire 
area including all floors, ceilings and walls. (Extra precautions 
must be made if fogger is to be used to prevent application on 
surfaces other than intended).

Application Guidelines

All FortiCelTM  product claims shall be made to;
Protective Coatings Group, LLC
Notifications shall be made in writing and sent to the address 
shown in Warrantor via certified attention “Claims Department”. 
PCG will respond to all claims within 24 hours of receipt of 
notification. All claimants must provide details of claim and 
appropriate contact numbers, addresses and responsible 
individual.

Claim Notification

Disputes
PCG and Purchaser agree that any claim or dispute arising out 
of this warranty shall be settled through arbitration in Orange 
County, Florida and administered by the American Arbitration 
Association under its Commercial Arbitration Rules.

Disputes
PCG and Purchaser agree that any claim or dispute arising out 
of this warranty shall be settled through arbitration in Orange 
County, Florida and administered by the American Arbitration 
Association under its Commercial Arbitration Rules.

Provisions
PCG Warrants the FortiCelTM  coating for a period of 25 years 
against degradation due to normal wear and weathering, 
and mold growth on the coating.

PCG will not warrant any of the following;
- Applications which are inconsistent with the
   Application Guidelines.
- If area in question has been tampered with or remediated
   by another party other than an approved PCG representative.
- Health claims related to mold.
- Incidental or consequential damages either directly or indirectly   	
   related to the use of FortiCelTM.
- Improper use of materials, dilution, or mixing with other coatings,   
   paints or sealants.
- Coatings which have been applied to the surface of FortiCelTM.
- Mold that is resultant of improper HVAC operations.
- Mold on any surface not treated with FortiCelTM.
- Mold on any delaminated or fully saturated engineered wood
   flooring.

Use Cases

In the unlikely event of a FortiCel product failure, PCG will use 
its own discretion to remedy any defect or claim and will restore 
area to original condition. PCG shall make determination.

PCG will choose personnel who are certified to make remedy of 
cure and retreat area(s) in question. If remediation is required to 
remove mold, PCG will cure such areas according to IIRC S526. 
Such cure shall be completed by PCG approved representative. 
Approved remedial costs shall be paid by PCG unless it is 
determined that FortiCelTM was improperly applied or not applied 
according to the Application Guidelines, then the warranty shall be 
made void.

PCG must be notified immediately upon discovery of any sus-
pected product failure. If claimant should neglect to make 
notification to PCG and allow PCG to inspect and determine best 
course of remedy, then warranty shall be nullified.

Warranty Coverage

Property owners or applicators must register the property address 
and application specifics with PCG within 30 days of application to 
receive warranty.

Warranties shall automatically transfer record of property to 
present and or future owner for the entire 25 year warranty period 
without requiring any action on behalf of property owner.

Registration and Transferability

If any part of this Warranty shall be determined to be invalid then 
such portion shall be deemed severed from this Warranty and the 
remaining terms, exclusions and limitations shall apply. Any costs 
incurred by PCG in the completion of this warranty will serve as 
PCG’s sole and exclusive obligation with respect to such defect or 
nonperformance.

* PCG reserves the right to amend its warranty language and
all amendments shall supercede previous document provisions.

Severability
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